Supports Full Duplex flow control (IEEE 802.3x)

Fully compliant with IEEE 802.3 and IEEE 802.3u
Supports IEEE 802.1P Layer 2 Priority Encoding
Supports IEEE 802.1Q VLAN tagging

Supports IEEE 802.3az-2010 (EEE)

Microsoft AOAC (Always On Always Connected)
Supports 16-set 128-byte Wake-Up Frame pattern exact matching
Supports link change wake up

Supports Microsoft WPD (Wake Packet Detection)
Supports Protocol Offload (ARP & NS)

Intel CPPM (Converged Platform Power Management)
Supports L1 with 3ms BESL (USB 2.0)

Dynamic LTM messaging (USB 3.0)

Supports U1/U2 (USB 3.0)

Supports selective suspend



General

Quantity 1Piece

Material Plastic + Fiber + copper
Color White/Black
Specification

Interface USB 3.0

Transmission Rate 1000Mbps

Chipset Realtek RTL8153
Antenna No

Win xp, Linux , Android 2.x , Android 4.x , Win 2000, Win 2008 , Win

Supports System vista, Win7 32, Win7 64 , Win8 32, Win8 64 , MAC OS X

Dimensions & Weight

Dimensions (24.4cm x4 cm x 1.85 cm)
Weight 37¢g
Packing List

1 x Network Card
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