
 

 

  
 

 
 
 
 
 
 
 
 
 
 

 
 
  

Key Features 

 1/2.9” progressive scan CMOS 

 3MP HD resolution 

 Solar powered outdoor WiFi camera with long standby time 

 No need wiring, no need punching,100% wireless 

 Support PIR motion detection 

 Two-way audio, built-in speaker and microphone 

 Support full color night vision 

 Remote monitoring via phone of Tuya APP 

 Support TF Card  slot (Max supports:128G) 

 IP66 

WS-Q703D/ WS-703F 
3MP Full Color 4G / WiFi 

Solar PTZ Camera 

 



 

Specification 
 

Dimensions (mm)                   
 

 

Product No.  WS-Q703D 

Camera 

Image Sensor 1/2.9” Progressive Scan CMOS 

Operation Mode Tuya APP 

Effective Pixels  2304(H)×1296(V) 

Focal Length 4mm@F1.6 

Field of view 115° 

LED Built-in 2pcs infrared lights + 4pcs white lights 

IR Range Up to 15 m 

Wight LED Range Up to 15 m 

Pan/Tilt Pan: 355°, Tilt: 90° 

Functions 

Audio Built-in 1ch Mic, Built-in Speaker 

Two-Way Audio Support 

Motion Detection Support 

PIR Detection Support 

Alarm Push Support 

Image Rotation Support 

Video Compression H.265/H.264 

Frame Rate 15 fps 

Video Mode HD: 2304×1296, SD: 960×540 

WiFi IEEE 802.11 b, 2.4GHz  

Network Interface 10M/100M RJ45 network port 

Storage Cloud storage, TF card up to 128GB 

Reset Button Support 

Power Supply 

Power Supply Mode Solar Panel+ Build in Batteries 

Battery Capacity Built-in 3pcs battery, total volume max 7800mah 

Solar Panel 7.5 W 

Others 

Working Environment -10°C ~ 60°C 

Humidity Less than 90% RH 

Material ABS 

Package Size 290*224*165mm 

Gross Weight  

 


